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About this Document 

● This Document includes instructions for using and managing the Product. Pictures, charts, 
images and all other information hereinafter are for description and explanation only.  

● The information contained in the Document is subject to change, without notice, due to 
firmware updates or other reasons. Please find the latest version of the Document at the 
Hikvision website (https://www.hikvision.com). Unless otherwise agreed, Hangzhou Hikvision 
Digital Technology Co., Ltd. or its affiliates (hereinafter referred to as "Hikvision") makes no 
warranties, express or implied. 

● Please use the Document with the guidance and assistance of professionals trained in 
supporting the Product. 

About this Product 

This product can only enjoy the after-sales service support in the country or region where the 
purchase is made. 

Acknowledgment of Intellectual Property Rights 

● Hikvision owns the copyrights and/or patents related to the technology embodied in the 
Products described in this Document, which may include licenses obtained from third parties. 

● Any part of the Document, including text, pictures, graphics, etc., belongs to Hikvision. No part 
of this Document may be excerpted, copied, translated, or modified in whole or in part by any 
means without written permission. 

●  and other Hikvision’s trademarks and logos are the properties of Hikvision in 
various jurisdictions. 

● Other trademarks and logos mentioned are the properties of their respective owners. 

LEGAL DISCLAIMER 

● TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THIS DOCUMENT AND THE 
PRODUCT DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, ARE PROVIDED "AS 
IS" AND "WITH ALL FAULTS AND ERRORS". HIKVISION MAKES NO WARRANTIES, EXPRESS OR 
IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY, SATISFACTORY QUALITY, OR 
FITNESS FOR A PARTICULAR PURPOSE. THE USE OF THE PRODUCT BY YOU IS AT YOUR OWN RISK. 
IN NO EVENT WILL HIKVISION BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL, 
INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF 
BUSINESS PROFITS, BUSINESS INTERRUPTION, OR LOSS OF DATA, CORRUPTION OF SYSTEMS, OR 
LOSS OF DOCUMENTATION, WHETHER BASED ON BREACH OF CONTRACT, TORT (INCLUDING 
NEGLIGENCE), PRODUCT LIABILITY, OR OTHERWISE, IN CONNECTION WITH THE USE OF THE 
PRODUCT, EVEN IF HIKVISION HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES OR 
LOSS. 

● YOU ACKNOWLEDGE THAT THE NATURE OF THE INTERNET PROVIDES FOR INHERENT SECURITY 
RISKS, AND HIKVISION SHALL NOT TAKE ANY RESPONSIBILITIES FOR ABNORMAL OPERATION, 
PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER-ATTACK, HACKER ATTACK, 
VIRUS INFECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, HIKVISION WILL PROVIDE 
TIMELY TECHNICAL SUPPORT IF REQUIRED.  

● YOU AGREE TO USE THIS PRODUCT IN COMPLIANCE WITH ALL APPLICABLE LAWS, AND YOU ARE 
SOLELY RESPONSIBLE FOR ENSURING THAT YOUR USE CONFORMS TO THE APPLICABLE LAW. 
ESPECIALLY, YOU ARE RESPONSIBLE, FOR USING THIS PRODUCT IN A MANNER THAT DOES NOT 

https://www.hikvision.com/


 
Network Volume Controller • Quick Start Guide 

ii 
 

INFRINGE ON THE RIGHTS OF THIRD PARTIES, INCLUDING WITHOUT LIMITATION, RIGHTS OF 
PUBLICITY, INTELLECTUAL PROPERTY RIGHTS, OR DATA PROTECTION AND OTHER PRIVACY 
RIGHTS. YOU SHALL NOT USE THIS PRODUCT FOR ANY PROHIBITED END-USES, INCLUDING THE 
DEVELOPMENT OR PRODUCTION OF WEAPONS OF MASS DESTRUCTION, THE DEVELOPMENT 
OR PRODUCTION OF CHEMICAL OR BIOLOGICAL WEAPONS, ANY ACTIVITIES IN THE CONTEXT 
RELATED TO ANY NUCLEAR EXPLOSIVE OR UNSAFE NUCLEAR FUEL-CYCLE, OR IN SUPPORT OF 
HUMAN RIGHTS ABUSES. 

● IN THE EVENT OF ANY CONFLICTS BETWEEN THIS DOCUMENT AND THE APPLICABLE LAW, THE 
LATTER PREVAILS.  

©  Hangzhou Hikvision Digital Technology Co., Ltd. All rights reserved. 
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Safety Information 
Please read all the safety information carefully before using. 
 In the use of the product, you must be in strict compliance with the electrical safety 

regulations of the nation and region. 
 Device powered by Safety Extra-Low Voltage (SELV): The power source should meet limited 

power source or PS2 requirements according to IEC 60950-1 or IEC 62368-1 standard. 
 For the device powered on and off only by power plug and socket-outlet, the socket-outlet 

shall be installed near the device and easily accessible. 
 This equipment shall be installed incorporated with UPS to avoid the risk of restart. 
 Use the power adapter that can work normally at an altitude over 2000 meters above sea 

level. 
 Do not dispose of the battery into fire or a hot oven, or mechanically crush or cut the battery, 

which may result in an explosion. 
 Do not leave the battery in an extremely high temperature surrounding environment, which 

may result in an explosion or the leakage of flammable liquid or gas. 
 Do not subject the battery to extremely low air pressure, which may result in an explosion or 

the leakage of flammable liquid or gas. 
 Dispose of used batteries according to the instructions. 
 Do not install devices for professional use in locations where children are likely to appear. 
 If the device needs to be installed on the wall or ceiling, install the device according to the 

instructions in Quick Start Guide. Attach the device properly to the floor/wall in accordance 
with the installation instructions to prevent injury. 

 For the device with supplement light (refer to datasheet for details): 
Possibly hazardous optical radiation emitted from this product. 
DO NOT stare at operating light source. May be harmful to the eyes. 
Wear appropriate eye protection or DO NOT turn on the light when you assemble, install or 
maintain the device. 

 For the battery with + and - signs, + identifies the positive terminals of the device which is 
used with or generates direct current, and - identifies the negative terminals of the device 
which is used with or generates direct current. 

 Do not touch the bare components (such as the metal contacts of the inlets) and wait for at 
least 5 minutes, since electricity may still exist after the device is powered off. 

 No naked flame sources, such as lighted candles, should be placed on the device. 
 Never place the device in an unstable location. The device may fall, causing serious personal 

injury or death. 
 If the device needs to be wired by yourself, select the corresponding wire to supply power 

according to the electric parameters labeled on the device. Strip off wire with a standard wire 
stripper at corresponding position. To avoid serious consequences, the length of stripped wire 
shall be appropriate, and conductors shall not be exposed. 

 Make sure that the power has been disconnected before you wire, install, or disassemble the 
device. 

 If smoke, odor, or noise arises from the device, immediately turn off the power, unplug the 
power cable, and contact the service center. 
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Chapter 1 Product Introduction 

Dimension 
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Unit: mm[inch]  
 Dimension 

  
Dimensions vary with models, please refer to the actual device for details. 
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Apperarance 

③

②

①

④

⑤

⑥

⑦

⑧

③

⑤
④

 

 Appearance 

 Appearance Description 

Serial No. Description 

① Knob 

② Front Panel 

③ Rear Panel 

④ Reset Button 

⑤ Debug Interface 

⑥ Speaker Indicator Light 

⑦ Volume Level Indicator Light 

⑧ Network Interface (POE) 

 

  
Appearances vary with models, please refer to the actual device for details. 
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Knob and Indicator Light 

1 2 3 4

 

 Speaker Indicator Light Number 

 Knob:  

− Rotate the knob to smoothly adjust the volume. 

− Press the knob to select the speaker (the speaker indicator light being on indicates 
that the corresponding numbered speaker is selected). 

− Press and hold the knob for about 3 seconds, and all speaker indicator lights will turn 
on, all speaker volumes will be set to the current volume. Release the knob and 
rotate it to adjust the volume of all speakers together.  

 Speaker Indicator Light: The speaker indicator light being on indicates that the 
corresponding numbered speaker is selected (you can log in to the device's web interface, 
go to "Device Management" page to view or set the speaker and its corresponding 
number, etc.). 

 Volume Level Indicator Light: Displays the current volume level. 

  

 The first speaker indicator light is constantly on when the device is powered on and before it 
starts up, and the first speaker indicator light turns off after the device starts up. 

 After a successful reset, the 4 speaker indicator lights flash twice, and then the device restarts 
automatically. 

 After the volume adjustment is complete, if the knob is not touched for 5 minutes, all indicator 
lights will automatically turn off.  
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Chapter 2 Disassembly 

 Pull out the knob. 

 
 Pull Out Knob 

 Use the handle at the bottom of the panel to separate the front panel. Slowly lift with gentle 
force until the entire front panel is separated. 

Bottom Handle
 

 Remove Front Panel 
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Chapter 3 Installation 

 Install a 86-type junction box compatible with the product into the wall where holes have 
been pre-drilled. When installing, reserve the network cable, and it is recommended to 
reserve a length of 7 cm (the length refers to the distance from the top of the RJ45 
connector to the cable pass-through hole). 

 
 Install 86-Type Junction Box 

 Remove the device knob and front panel, and then insert the network cable into the device's 
network interface. 

 
 Install Network Cable 

 Align the mounting holes on the back panel of the device with the screw holes of the 86-type 
junction box, then secure it with the 2 supplied screws. 
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Screws

 
 Install Rear Panel 

 Install the front panel and knob onto the back panel to complete the installation. 

 
 Installation Completed
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Chapter 4 Activate and Access 

Scan the QR code to get Activate and Visit. Note that mobile data charges may apply if Wi-Fi is 
unavailable. 
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